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Combination display lights

•2 types of surface dimension : 30x30mm, 30x40mm

•Applied high brightness square surface LED unit

•6 types of various indicating colors

•Simple assembling and able to change to color in

the field

•Max 200 compositions (10 rows 20 columns)
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Model Code

CD series Combination display lights

Square type (30 X 30 ㎜)

Rectangular type (30 X 40 ㎜)

24 V a.c/d.c

110 V, 125 V d.c

110 V a.c

220 V a.c

Red

Green

Yellow

white

Orange

Blue

1 row ~ 10 rows

1 column ~ 20 columns

Without voltage dropping

Resistance voltage dropping type

Condenser voltage dropping type

CD Series

CD-

Standard type

Power supply 

voltage

LED indicating color

Surface composition

Description

Surface indication
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CD series

Specification

Power supply voltage

Input type

Type

Appearance

LED rated voltage

LED base

LED color

Insulation resistance

Dielectric voltage

Power consumption

Life expectancy

Ambient temperature

Ambient humidity

Storage temperature

Weight

110 V, 125 V d.c

Resistance voltage dropping type

110 V a.c, 220 V a.c

Condenser voltage dropping type

24 V d.c

Without voltage dropping type

CD-SA

About 65 g

CD-RA

About 80 g

CD-SB

About 75 g

CD-RB

About 90 g

CD-SC, SD

About 80 g

CD-RC, RD

About 93 g

24 V d.c

Exclusive unit

red, green, yellow, white, orange and blue

Min 100 ㏁

2,000 V a.c (for one minute)

0.68 W (24 V d.c, 20 ㎃)

50,000 hours (24 V d.c, 25 ℃)

-20 ℃ ~ 40 ℃

-25 ℃ ~ 55 ℃

45 ~ 85 % R.H
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Nomenclature

Lens

Screen

Marking Plate

Lens Frame

LED

LED body part

Frame Cover

Assembling channel

Holder
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CD series

Dimension (CD-S : 30×30) (unit : ㎜)

Front side view Back side view

Side view Panel cutout

※ C : 30n+5(n : number)

※ D : 40n+5(n : number)

※ Please refer to panel

cut out chart

Marking plate

bolt M3.5
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Panel cutout chart (CD-S : 30×30) (unit : ㎜)
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CD series

Dimension (CD-R : 30×40) (unit : ㎜)

Front side view Back side view

Side view Panel cutout

※ C : 30n+5 (n : number)

※ D : 40n+5 (n : number)

※ Please refer to panel cut out chart

Terminal bolt M3.5

Panel cutout chart (CD-R : 30×40) (unit : ㎜)
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Wiring direction

diagram

L.E.D and 

cover puller

Vertical terminal  Horizontal terminal

CD-10
CD-203
CD-204

CD-303
CD-304

Terminal wiring and parts

Holder quantity and holder position by the composition of assembled indicator

Precautions

• Holder quantity

• Holder position

Fixing hole

width

height 

1-2 

3-6

7-10

1-2

2

4(6)

6(8)

3-8

4

6(8)

8

9-15

6

8

10

16-20

8

10

12

width 

height

1-2 

3-6

7-10

1-2 3-8 9-15 16-20

•When mounting the panel, select the thickness after considering the weight of device body part (such as

assembled indicator and etc), weight of cables (by wiring) and etc.  

•For the assembled type above 3x6, please have the gap (more than 50mm) in the left/right direction and

wiring direction

•When replacing the LED luminous element, must turn OFF the indicator and replace it

•D.C rated voltage of LED luminous element indicates complete direct current voltage. Also, full-wave

rectified or pulsating voltage might lead an error in measurement depending on the measuring instrument

so please be cautious

•In case of PCB, overall weight will exceed 1kg once combining more than 12 devices so please consider

the thickness of panel and combine them.  

•Common of assembled indicator is composed of ⊕

X1 : +
X2 : -
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