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Sign tower

•Ø25 cylinder type, suitable for the small machine and

narrow space

•Incandescent lamp indicator (socket type)

•2 ~ 4 modules stacking structure and 4 types of colors

•Pipe direct installation structure, simple installation

•Continuous light only

STA series (Ø25)

Suffix code

Model Code

Sign tower (Ø25)

12 V d.c/a.c

24 V d.c/a.c

110 V a.c

220 V a.c

2 stack (Red, green)

3 stack (Red, yellow, green)

4 stack (Red, yellow, green, blue)

01

02

10

20

2

3

4

Description

STA-

Power supply

voltage

Stacking modules

Continuous light only

Ø25

12 V d.c/a.c, 24 V d.c/a.c, 110 V a.c, 220 V a.c

50/60 ㎐ (dual usage)

incandescent lamp (socket type)

360。

Polycarbonate (P.C)

aluminum

2 stack (Red, green), 3 stack (Red, yellow, green), 4 stack (Red, yellow, green, blue)

IP 54

Specification

Model

Function

Diameter size

Number of stacking

Power supply voltage

Power frequency

Light source

Radiating angle

Lens material

Pipe material

Lens color

Degree of protection

STA- 2

2 stack 

STA- 3

3 stack 

STA- 4

4 stack 

※ L type supporter : Sold separately

E도큐(209~278)  2012.7.31 10:47 AM  페이지226   명진 CNP  2540DPI 175LPI  T



Lamp specification

Name of each part

Power supply voltage

Lamp capacity

Power

consumption

2 stack 

3 stack 

4 stack 

12 V a.c/d.c

12 V a.c / 2 W

4 W

6 W

8 W

24 V a.c/d.c

24 V a.c / 2 W

4 W

6 W

8 W

110 V a.c

110 V a.c / 2 W

4 W

6 W

8 W

220 V a.c

220 V a.c / 2 W

4 W

6 W

8 W

Dimension (unit : ㎜)

2 stack 

188

3 stack 

229

4 stack 

270

STA- 2 STA- 3 STA- 4

•Mounting part

•Cable gland

Fixing nut
Lamp 

body 

Cable gland

Screw

Head cover

Lens

nut lock 

lead wire

Model 

Dimension

Stacking

Height(H)

STA series (Ø25)
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Installation method

Connection diagram

※ Panel thickness : Less than 10mm

Rotate the indicated number ①

more than 3 threads (5mm).  

Please hold the indicated

number ① and rotate the

indicated number ② until it

touches fixing plate .  

Fix the indicated number ①

with the M24 spanner and

tighten the indicated number ②

with the M27 spanner.

■ 2 stack ■ 3 stack ■ 4 stack

※ DC power supply voltage: ignore the polarity
※ Wire length : 500mm   

•ST-AG (Sold separately)
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